
The Dell Precision 3930 server in this configuration is specifically designed for Integriti Professional software, suitable 
for small to medium Integriti systems. This machine comes with a 3 Years ProSupport with Next Business Day Onsite 
Service warranty.

  Chassis  Dell Precision 3930 

 Processor  Intel Core i5-9600 Processor, 6C/6T, base 3.10 GHz, up to 4.60 GHz 

 Memory  16GB (2x 8GB) DDR4 Memory 

 System Storage  2x 2TB 3.5in SATA Hard Disk Drive, RAID1 

 Operating System  Windows 10 IoT Ent 

 Network Ports  1x 1Gbps Ethernet Port, 1x 10Gbps Ethernet Port 

 Video Output  2x USB 3.1 type C/iGFX 

 USB Ports  Front: 2x USB 3.1, 1x USB 3.1 Type-C / Rear: 1x USB 3.1, 2x USB 3.1 Type-C

 Form Factor  1U with ReadyRails Static Rails 

 Power Supply  550W Power Supply 

 Input Voltage  240vAC 

 Dimensions  Width 434mm x Height 42.8mm x Depth 589.1mm

 Weight  8.74kg 

 Operating Temperature  Operating temperature range from 10°C to 35°C 

 Operating Humidity  Operating relative humidity range from 10% to 80% 

 Warranty  3 Year ProSupport and Next Business Day Onsite Service 

IR-R3930-SRV2

  Windows 10 IoT Enterprise 
  Redundant operating system and database drives 
  1RU rackmount form factor 
  Includes a mouse and keyboard 
  3 Year ProSupport and Next Business Day Onsite 

Service warranty 


